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. U.S. DEPARTMENT OF LABOR OMB Mo AL} 387 -
Occupational Safety and Health Administration
Required under USDL Safety and Health Regulations for Ship Repairing,
Shipbuilding, and Shipbreaking (29 CFR 1915, 1916, 1917)
SECTION |
MANUFACTURER'S NAME CMERGENCY TELEPHONE NO.
STAROND _CORPORATION (213) 7700591
ADGRESS | Number, Street, City, State, and ZIP Code) ’
14010 S, WESTERN AVENUE GARDENA, CA. 90249
CHEMICAL NAME AND SYNONYMS TRADE NAME AND SYNONYMS
NEQOPRENE CONTACT CEMENT . STABOND T-161
CHEMICAL FAMILY FORMULA
NA NA
SECTION Il - HAZARDOLUIS INGREDIENTS LD
PAINTS, PRESERVATIVES, & SOLVENTS % “7!"." \ ALLOYS AND METALLIC cyé\t‘%a‘s %j »
PIGMENTS BASE METAL / (C&,\ \_) Yé&
X e
CATALYST ALLOYS / r Q\\—\)\’ AN i
~
VEHICLE METALLIC COATINGS " “0\1 "
SOLVENTS 79 PLLS COATING OR CORE FLUY QG('}“" .-y ~
ADDITIVES OTHERS /Q;/» ) {(Z-"
P
OTHERS { /I\); ‘T"\)/
HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES % |Jki¥l)
(SOLVENT BLEND APPROX 50% HEXANE, 50% TOLUENE)
TOLUENE 3611C0O0 PPM
HEXANE 361100 PPM
SECTION Il - PHYSICAL DATA
BOILING POINT (°F.) v, | SPECIFIC GRAVITY (Hy0=1) A ocr
i Y YeJU
VAPOR PRESSURE (mm Hyg.) @ LO°F. 100 ;sn\?gcgh\éo(:?ﬂu APPROX, 81 .
- EVAPORATION RATE
VAPOR DENSITY (AIR=1) APPROX. 3.0 (2 BuOA =1) 6-1.5
SOLUBILITY IN WATER <17
APPEARANCE AND ODOR __ LIGHT TAN FLUTD-ARQMATIC HYDROCARBON ODOR
SECTION IV - FIRE AND EXPLOSION HAZARD DATA
FLASH POINT (Method used) o FLAMMABLE LIMITS , Lst, o Y
¢ 0°F. T.C.C. 2% 7 9%
EXTINGUISHING MEDIA co
2, OR DRY CHEMICAL
SPECIAL FIRE FIGHTING PROCEDURES
HANDLE AS FLAMMABLE HYDROCARBON FLUID IN WET STATE
UNUSUAL FIRE AND EXPLOSION HAZARDS
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Lo SECTIONV - HEALTH HAZARD DATA

THRESHOLD LIMIT VALUE

100 _PPM_(TOIIIENE VAPOR)

EFFECTS OF OVEREXPOSURE

EADACHF, NAUSEA, TMPATRMENT OF CQOQOBRDINATTION, INTOXTCATION
EMERGENCY AND FIRST AID PROCEDURES

REMQUVE FROM EXPOSURE. TOQSEN ANY TIGHT CT.OTHING

SECTION VI - REACTIVITY DATA

STABILITY UNSTABLE CONDITIONS TO AVOID

STABLE

INCOMPATABILITY (Materials to avoid)

DO _NQT STORE NEAR OXIDIZING MATERTIALS
HAZARDOUS DECOMPUSITION PRODUCTS

DRY FILM MAY RELEASE TOXIC HALOGEN COMPOUNDS WHEN BURNED
AZARDOUS MAY OCCUR ] CONDITIONS TO AVOID
POLYMERIZATION

X

WILL NOT OCCUR

SECTION VIl - SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED

 SOAK TP WITH AN ABSORRBENT MATERTAT

WASTE DISPOSAL METHOD

BURY IN CLOSED METAL CONTAINER

SECTION VIiI - SPECIAL PROTECTION INFORMATION
RESPIRATORY PROTECTION {Spgcify [ypg)

RESPTRATOR WITH ACTTIVATED CHARCOAL FILTER OR INDEPENDENT ATR SUPPLY FOR EXTENDED EX-
VENTILATION | BOSAL EXPACST ) SPECIALDOSURE TQ VAPOR
IISE_ONLY TN WEIJ _VENTITATED ARFAS

MECHANICAL (Generai) OTHER
RFQ'n WHEN APPLIED TO TARGE SURFACE AREA.
PROTECTIVE GLOVES EYE PROTECTION
1 RECOMMENDED RECOMMENDED
OTHER PROTECTIVE EQUIPMENT

SECTION X - SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN iN HANDLING AND STORING

DO NOT STORE NEAR HEATING EQUIPMENT
OTHER PRECAUTIONS

DO_NOT EXPOSE VAPORS TO OPEN FLAME, SPARKS OR NON-EXPLOSION ELECTRICAL EQUIPMENT
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